
TIG -141 / ISO 4063

Specification

Section Area

(mm²)

Moment of inertia
Y - axis
(mm4)

Moment of inertia
Z - axis
(mm4)

Selfweight
(approx.)

(N/m)

Description
External dimensions (height x width)
Distance between axis
Lenghtways tubes
Crossways tubes
Connecting fork
Welding process
Available lenght (cm)
Connection systems
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Load table has been prepared in accordance with UNI ENV 1999-1-1 (Eurocode 9).
When calculating the allowable loads shown in the table, it is assumed that the trusses are simply supported at the end connection and that static
loads will be applied to the node points.
The application of the load shall be on the centre line of the truss.
The values shown in the table are the allowable statics loads that can be applied to the truss. This is the live load or the payload.
The self weight of the truss has been taken into account when calculating the values in the table.
It should be noted that this are idealised loading condition and the User shall re-analyze the truss for the loading condition which prevail for the
application begin considered.

KHLP                                     
100 - 130 - 200 - 300

Aluminium EN AW 6082 T6  

400 mm x 400 mm

Extruded aluminium EN AW 6082 T6 - Ø30x3 mm

QL40A TRUSS SYSTEM
TECHNICAL DATA

Extruded aluminium EN AW 6082 T6 - Ø50x4 mm 

QL40A

350

363749751353534883133301113340312513006200623
839643711765234186130301016027206316462246224
516544198216103457218772629118542922111400240025
421514296029082207912652458819322911171097109716
532483945928262756828732397625502720142026102617
94165354414564261693312283763598174933084108418
46062326355023208525960209684757197834853185319
287003103274812645760491746166361818553521352101
1019772352985102405584281806777251467960611061111
121785221280176817645010271375590341517489701970121
34170429710316371434721226114541124311761016001600131
561042235135112615042516351215631262113602114914941
091870213187141519738713541484951091159514118818851
612449141150291415538020831064581121116536172872861
44231819943233313337321921034212160103578197797771
37239617856235213138621121404242300110531233733781
4030951778929711592003631197347205957404219619691
7336941863331111872533960165380399805407225625602

lartneClluFdaoLlartneClluFtnioPlartneClluFtnioPlartneClluFtnioPlartneClluFtnioPnapS
noitcelfeDdaoLnoitcelfeDdaoLdaoLnoitcelfeDdaoLdaoLnoitcelfeDdaoLdaoLnoitcelfeDdaoLdaoL

]mm[]gk[]m/gk[]mm[]gk[]gk[]mm[]gk[]gk[]mm[]gk[]gk[]mm[]gk[]gk[]m[

daoLtnioPertneC
).L.P.C(

daoLtnioPdrihT
).L.P.T(

daoLtnioPretrauQ
).L.P.Q(

daoLtnioPhtfiF
).L.P.F(

daoLdetubirtsiDylmrofinU
).L.D.U(

2312 60.713.500 60.713.500 125

350 mm x 350 mm

400



Litec is a Brand of Staging Systems Europe S.p.A.
www.litectruss.com - info@litectruss.com

Date of issue 
31/07/2008

QL40A TRUSS SYSTEM
TECHNICAL DATA QL40A

Minimum diameter                                                          4 m

RINGS

Diameter measurement                                         ex ternal

Weight per meter                                      (aprox.)       12 Kg

MTC30G / MTC30DMTC30F                                        

FL40049M5PFL40035P

GATES AND ACCESSORIES

Curves, rings and ellipses are avilable on demand

07.41 001x04x04A00104LQ
05.71 031x04x04A03104LQ
03.52 002x04x04A00204LQ

 02.63 003x04x04A00304LQ
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FL40035P                           40 X 35 X 5                               3,5
FL40049M5                       40 X 49,5 X5                             4,1
MTC30F

 MTC30G / MTC30D         48 X 48 X 1                                4,2
KHLP                                    Ø 2                                             0,15
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